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CHERRY LANE IS ASSUMED TO RUN
IN AN EAST-WEST DIRECTION

1o g 10" 1) PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
G 2.) PHASES ASSOCIATED BY A DASHED LINE MAY OPERATE CONCURRENTLY.
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t 2 3 4 5 & 7 8 9 W 1 1 / GENERAL NOTES
3?0 [l( V| ¥ ¥ FE P;’. RIGHT-OF-WAY LINE 1. ALL UNDERGROUND AND OVERHEAD UTILITIES SHOWN ON THESE PLANS ARE SCHEMATIC ONLY AND MAY NOT BE COMPLETE.
ZoRoIRONRCIRCIROM.: A 1A

g R R R R

THE CONTRACTOR SHALL BE RESPONSIBLE FOR NOTIFYING MISS UTILITY PRIOR TO CONSTRUCTION SO THAT ALL UTILITIES

MAY BE LOCATED IN THE FIELD. IF THE CONTRACTOR PERCEIVES THAT A CONFLICT BETWEEN UTILITIES AND TRAFFIC SIGNAL

PHASE 1 & 6 «6- G DW | DW | DW | DW | DW | DW j . PROJECT DESCRIPTION IFERCE;:(!)PLI\GEET WILL OCCUR, THE CONTRACTOR SHALL NOTIFY THE PROJECT ENGINEER IMMEDIATELY SO THE CONFLICT MAY BE

1& 6 CHANGE «v—| G R R R | R |DW  DW ) DW | DW | DW | DW ™ THIS PROJECT INVOLVES THE MODIFICATION OF THE EXISTING TRAFFIC CONTROL SIGNAL AT THE INTERSECTION OF 5 INSTALL 4—'CONDUCTOF{ OPTICOM CABLE FROM THE PROPOSED OPTICOM DETECTOR EYES. ALONG THE SPAN WIRE. DOWN

PHASE 28& 6 G G G G R R Dw | DwW | DW | DW | DW | DW CHERRY LANE AND FOURTH STREET iN PRINCE GEORGE'S COUNTY.CHERRY LANE IS ASSUMED TO RUN IN AN 'THE POLE THROUGH THE EXISTING CONDUIT TO THE BASE MOUNTED CABINET ’ '

2 & 6 CHANGE v, vy, Y| Y | R | R |DW DW OW)DW)  DW | OW ™ EAST-WEST DIRECTION. 3. THE QUANTITIES SHOWN ON THIS SHEET ARE FOR THIS INTERSECTION ONLY,QUANTITIES FOR THE ENTIRE PROJECT ARE

PHASE 2 ALT & 6 G G G G R R |FL-WK|FL-WK| DW | DW | DW | DW |o——o INTERSECTION OPERATION SUMMARIZED ON THE GENERAL INFORMATION SHEET.

PED CLEAR G G G G R R |FL-DW|FL-DW| DW | DW | DW | DW THE INTERSECTION CURRENTLY OPERATES IN A FOUR-PHASE FULLY-ACTUATED MODE WITH AN EXCLUSIVE-PERMISSIVE LEFT

o) ALT & 6 CHANGE Y Y Y Y R R DW DW DW DW DW DW TURN PHASE FOR EASTBOUND CHERRY LANE AND ALTERNATE PEDESTRIAN PHASES ACROSS THE NORTH, EAST AND WEST CONSTRUCTION DETA”_S

- - - - — = LEGS OF THE INTERSECTION. THE PHASING WILL BE CHANGED TO INCLUDE EASTBOUND AND WESTBOUND CHERRY LANE '

PHASE 4 R R R R G G | DW | DW | DW | DW | DW | DW . PREEMPTION PHASES, A. INSTALL OPTICOM DETECTOR EYE ON EXISTING SPAN WIRE AS SHOWN

4 CHANGE R R R R Y Y | DW | DW | DW | DW | DW | DW [ . B. INSTALL DISCRIMINATOR MODULE, DETECTOR RACK RETROFIT, AND LOOP DETECTOR

SHASE 4 ALT = = = T8 | & 5 1 ow | W [FLowr| FLowk [ FLowk [FLowi — PROJECT CONSTRUCTION AMPLIFIERS INTO EXISTING BASE MOUNTED CONTROLLER

: _ | R19®, WORK WILL INCLUDE INSTALLING AN OPTICOM PRE-EMPTION SYSTEM.

PED CLEAR R R R R G G | DW | DW |FL-DW|FL-DW/|FL-DW|FL-DW| | | _

4 ALT. CHANGE R | R| R | R | Y| v |ow|ow|ow|ow]|ow]|owld? EQUIPMENT LIST "A”

SRE_EMPTION a G G G R R | Dw | ow | ow | ow | ow | ow A.lTEEOh;JIPI\[iIE\lT TO BE gliJJTil]S-H_IIE_\[: BY SHA ANDDE\JSSS':AI;;II_;_EI)OilY THE CONTRACTOR. ( : | l Y O F LAl l R E L

D D D HEM NO. QUANTITY DESCRIPTIC

CHANGE . Y Y Y Y R R_| DW | DW | DW | DW W | bW : 9001 1EA DETECTOR RACK POWER SUPPLY

FLASHING « 9016 3 EA FOUR CHANNEL, TIME-DELAY-OUTPUT LOOP DETECTOR AMPLIFIER

OPERATION FLY FLY FLY | FLY | FLR | FLR | BARK | DARK | BARK | DARK | DARK | DARK l N 9046 1EA DETECTOR RACK RETROFIT |

_ _ . _ : DATE REVISION
EQUIPMENT LlST ”B” 11-16-04 INSTALL OPTICOM PRE-EMPTION TRAFFIC SIGNALIZAT'ON
B. EQUIPMENT TO BE FURNISHED ANDOR INSTALLED BY CONTRACTOR.ALL EQUIPMENT SHALL HAVE CATALOG
. , SUBMITTED TO OOTS FOR APPROVAL PRIOR TO INSTALLATION. CHERRY LANE AND FOURTH STREET
HND OVERHEAD UTLIES TEM NG, QUANTITY DESCRIPTION T rarric - Qonceprs e PRINCE GEORGE’S COUNTY
‘ 8059 1EA FURNISH AND INSTALL DISCRIMINATOR MODULE, 4 CHANNEL NO. 76 :

AERIAL CABLE . 325 Gambrills Road
A ‘ 8061 2 EA FURNISH AND INSTALL OPTICOM NO. 721 DETECTOR EYE Suite E PROL. MGR.
TELEPHONE . 8079 370 LF FURNISH AND INSTALL 4-CONDUCTOR OPTICOM GABLE _ Gambrills, MD 21054 o 1B
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